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01 introduce
This manual is for all all-in-one computer users and serves as a reference for beginners.

If you have any trouble or questions, please contact our manufacturer: https://www.riotouch.com

02 Product Overview (Hardware Description)
This document aims to clarify the basic functions and operation methods of the conference

machine, so that users can get familiar with each function more quickly;

This product is an interactive conference machine with rich system functions and application

functions. The basic usage methods of each function are introduced one by one below.

2.1. Port Function Description

RK3588 (subject to physical goods)

LAN OUT LAN IN SPDIF OUT MIC Earphone MIC IN HDMI OUT

BOOT TYPE -c OUT AUDIO IN VGA IN RS232

PU_USB
PU_USB
AN_USB
TYPE_C IN
DP IN
USB 1
HDMI_1 IN
T_USB2
HDMI_2 IN
T_USB3
HDMI_3 IN



82

LAN OUT Used for data transfer. The most common application is the
network card interface.

LAN IN Used for data transfer. The most common application is the
network card interface.

SPDIF OUT
This is an audio fiber optic interface, which requires
corresponding peripherals to function. It transmits audio signals
through fiber optic cables to the power amplifier.

MIC Microphone input

EARPHONE Headphone jack

HDMI OUT HDMI signal output, export HDMI signal to other devices for
playback

TYPE_C OUT The Type-C port transmits signals or power to other devices and
connects external storage devices to read files.

AUDIO IN Audio input interface, external audio input jack, can input other
sound sources to play sound

VGA IN VGA video input interface is one of the common video input
interfaces on the monitor

RS232 The RS232 port can be used for external devices

SD_CARD Storage for extension panels

PU_USB 3.0 Full-featured USB for connecting external storage devices

AN_USB 3.0 Single USB port for connecting external storage devices on
Android

TYPE_C IN
The input port receives signals or power from the power source
or other external devices, then transmits them to connected
devices for audio/video transmission and charging via Type-C.

DP IN DP can input external devices for dual display (local and
external)

T_USB Connect external devices to the panel for touch

HDM IN HDMI input can send uncompressed audio and video signals
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2.2. Front-end port description

2.3. Forward button description

picture function declaration

Connects to external storage devices, such as USB drives

Connects to external storage devices, such as USB drives

Connect external devices to the panel for touch

HDMI input can send audio and video signals

Full USB Type-C

picture function

Red means standby, blue means on

Turn on the switch

Select signal source input

ECO energy conservation

primary menu

Setting

Volume up

Volume down

Help users turn devices on and off quickly

Fingerprint lock screen and unlock screen
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2.4. Remote control instructions
Use physical items

F1Help F5 refresh F9 Child Lock

Rename F2 F6 ResourceManager Save files like F10 Wind Ecel

F3 Resource
Manager

F7 Windows Media Player mute F11 IE Full Screen

Address list in F4
IE

F8 Windows Media Player volume down F12 WindowsMedia Player opens the file list

0-9 digits
Character 0 is the space bar
in OPS mode

AIt+F4: window in ops mode

Reset: Reset button

In OP mode, the window is
right-clicked.

Left, right, up, down, OK

Esc/EXIT: Press this key to
exit all menus and submenus

CH+/CH-: Channel
number plus/minus keys

Backlight on/off button

Sleep: Set sleep timer
Display: Show program
information P.Mode:
Select image mode
S.Mode: Select sound
mode

Power button: Press to
turn on/off

AIt+Tab: window switch
key in ops mode

Pgup/PGdn: Page up/down in ops
mode

Home key

Enter: Confirm key

Open the whiteboard software
in OSM mode

Input: Signal source selection key

VoL+/VoL-: volume up/down
keys

Menu： menu key

PC: Built-in OPS keyboard
shortcuts
VGA: VGA signal mode shortcut
key
HDMI: HDMI signal mode
shortcut key
MEDIA: Multimedia Signal

Mute: Sound on/off
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【 pay attention to 】
• To ensure the remote control works properly, replace the battery and try again if it doesn't

work.

• Do not mix new and old batteries or batteries of different models.

• When the battery power is weak, the electrolyte will leak, which will damage the remote

control. Once the power is weak, replace the battery as soon as possible.

• If you do not use the remote control for a long time, remove the battery to prevent

electrolyte leakage.

• If you do not use the all-in-one machine for a long time, unplug the power supply.



86

03 Installation and Configuration Guide
3.1.Security warning
Safety Warning: Grounding Instructions
This product must be electrically connected to ground. If a fault occurs, proper grounding

reduces the risk of contact. The power cord is equipped with a grounding conductor and must be

connected to a properly installed and grounded outlet.

Grounding protection (when the entire machine leaks current, the leakage circuit breaker will

trip to cut off power promptly). Induced current can be conducted through the grounding wire to

prevent electric shock.

【 matters need attention 】

1. When using a three-core power plug, ensure a good connection of the ground wire;

2. It is forbidden to dismantle the ground wire or modify the power socket without

authorization;

3. The equipment shall be connected to a grounding system conforming to national safety

codes;

4. If your environment lacks a grounding wire, we recommend having a licensed electrician

assess and install one.

Security Warning: Installation Instructions
1. Before installation, please read this manual carefully and follow the steps strictly to ensure

the installation process is accurate and error-free.

2. Installation must be performed by at least two people and must be handled by qualified

technicians. Improper installation may cause safety problems such as display drop and failure,

endangering the safety of personnel and equipment.

3. The wall where the installation is to be mounted must be constructed with a solid material

such as solid bricks or concrete. If you have any questions about the installation site, consult a

professional technician before installation. Do not blindly construct to avoid unnecessary losses.

3.2.installation instructions

Load-bearing bearing
Users can install the panel on the wall or mobile bracket according to their needs.



87

When installing with a mobile stand, select one from the manufacturer's accessories. If you

purchase it yourself, make sure

The bracket must be able to support at least four times the weight of the panel and stabilize it.

When using wall-mounted installations, the mounting surface must be sturdy and capable of

supporting loads, with a minimum load capacity of four times the panel's actual weight. When the

mounting surface is a building wall or roof, it must be solid brick, concrete, or equivalent structural

materials with comparable strength. If the mounting surface consists of loose materials (such as old-

style house bricks, wood, solid bricks, etc.), metal, non-metallic structures, or excessively thick

decorative layers that lack sufficient strength, appropriate reinforcement and support measures

should be implemented to prevent potential safety hazards.

heat radiation

ask Safety distance between the panel and the mounting surface (mm)

Monitor power Left and
right

top bottom the back

≥100W 200 200 200 100

【payattention to】
When wall mounting, the bolt
should be embedded to a
safety depth of more than 10
mm, and the ventilation hole
should be ensured not to be
blocked, so as to maintain the
normal ventilation condition
of the equipment, and ensure
the safety and stable
performance.

Minimum clearance ≥ 200mm

Minimum clearance ≥ 200mm
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rack-mounting set

Wall component size:

600mm

65” 65” 75” | 86”

Installments:

A Wall panel (wall panel) 1

B support 2

C
M8 fixed screw 4

setscrew 8

800mm
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安装须知

1. Before installation, please read this manual carefully and strictly follow

the steps to ensure accurate installation. 2. Installation must be performed by at

least two people and must be handled by qualified technicians. Improper

installation may cause display drops, malfunctions, and other safety issues,

endangering personnel and equipment.

3. The wall where the installation is to be mounted must be constructed with a

solid material such as solid bricks or concrete. If you have any questions about

the installation site, consult a professional technician before installation. Do

not blindly construct to avoid unnecessary losses.

Installation Steps

1

2

3

4

wall1. Drill 8 corresponding holes at the same position on
the wall as shown in the diagram. The hole diameter
should be smaller than the screw diameter. (Note: The
hole diameter on the wall should be less than 10mm)
2. Take 8 expansion screws and fasten the wall panel
tightly to the wall to ensure it is not loose.

Stands (two on each side)

Ensure the corresponding hole lock is on
the same horizontal line

First, secure the upper hole, then tighten the
M8 screws at four rear display positions.

【 pay attention to】

The bracket must be installed strictly according to
the diagram above. During bracket installation,
ensure all mounting holes are aligned on the same
horizontal plane to guarantee a secure and precise
installation.

Note: After completing steps 1 and 2, install the
fixed monitor on the wall.
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fittings of a machine

picture of real products item name quantity （pcs）

telecontroller 1

power line 1

HDMI cable 1

TOUCH Touch Line 1

WiFi antenna 1

All-in-one wall-mounted unit (machine) (set) 1

All-in-one machine screw (set) 1

Whiteboard Pen (Orange) 4

3.3.Switching system description

Check that the wall mount connector is
securely locked onto the wall panel. The
display can be adjusted left and right.
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Startup process

1. Turn on the device by pressing the power button on the remote control or panel, and the indicator

light will change from red to blue.

2. Dual system enables one-touch power-on with just the power button press

Shut down method
1. Press the power button on the panel to enter the normal shutdown process

2. Dual system features one-touch power-off with just a press of the power button

3. After the computer is completely shut down, it automatically enters standby mode

3.4.OPS computer configuration options
The built-in OPS is connected as shown below. The connection is complete. Simply plug in the

power cord and power on the device.

3.5.OPS computer cable
1. HDMI

Connect the HDMI port of the touch TV all-in-one device to the PC's

HDMI port using an HDMI cable (refer to the port function

specifications for details).
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2. Type-C

Use Type-C to transfer audio and video, charge, and connect external

storage devices to read files

3. Audio cable

Use a 3.5mm audio cable to connect the PC's audio output to the

TV's audio input (refer to the port function description for details).

4. Touch the USB cable

Connect a standard USB cable to the USB port on the all-in-one

TOUCH printer, then link the other end to an external USB port

(refer to the front port specifications for details).

04 System software description
4.1.main interface
The main interface operation area includes the status bar, sidebar, floating ball, and custom desktop

applications.

For more features on the home screen, see the following diagrams: ① Control Center ② Customize
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Component Bar ③ Bottom Quick Access Toolbar ④ Side Bar ⑤ Floating Ball (requires three-finger

long press to display) ⑥ More

① control center ：
Quick access to WiFi, cut, screen recording, pen, calendar, freeze, timer, calculator, and more.

Background color themes can be changed: purple, blue, green. You can also customize the OEM

background.

Different scenarios: classroom, meeting room, exhibition hall, and living room. You can customize

different gestures for each scenario to launch different apps from the top, bottom, left, and right.

Bottom toolbar: Power, OPS, Settings, Input Source.

Tong Lock :

Tap the lock icon to lock the screen. Tap the lock icon again to enter the password (Super Password

2580) to unlock.
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②Customize component bar
Default components: Wi-Fi, sound, photo album, date, and 3-in-1 sensor data

Default apps: Whiteboard, Google Chrome, Settings

Custom application list: WPS, UFile.

③ Bottom quick access bar:
Displays information such as Internet/Bluetooth, background, and language. Click to set up

network and Bluetooth connections.

④ side bar ：
The sidebar will automatically hide after 3 seconds if no action is taken when expanded.

1. Return: Go back to the menu above.

2.Home: Return to the home screen.

3. Task Management: Check the running apps in the background, then tap the bottom 'Clear Up'

button to close all active apps.

4. Signal source: Click here to display the signal source list

5. Annotation: Quickly activate the annotation feature to draw annotations on the screen

⑤ Floating Ball:



8

Users can turn it on or off in the settings menu. It will appear when you long-press with three

fingers after startup.

9 features that users cannot set have been fixed. Click the button to add the application you want, as

shown in the image below:

⑥ more ：
Pull down to see more apps

⑦ signal source ：

Note: The actual pre-order
configuration is subject to the final
order.

Click the button to access the input signal

source list. Select the default options: OPS, PreHDMI

1, HDMI 3, HDMI 2, DP, TYPE-C, HDMI1,

PreTYPE-C, or VGA. For multi-channel setups,

configure the corresponding expansion board

hardware.
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4.2.System Settings
It consists of four parts: the regular part, the network connection device, the system, and the device.

On the home screen, click Apps> Settings to access the system settings interface.

General Settings

about Hardware configuration, software version, and OEM customer
information

user management Switch user, fingerprint, card, and password management

AccountManagement Display the teacher account under the device OEM, manage the
teacher login method, and switch accounts

system update Local and online updates

Restore default Clear data and restore the system to factory settings

NCE

Wired network View information such as wired network IP

wireless network Click to set up Wi-Fi

Portable hotspot Turn on hotspots, connect, and set up
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Multiple audio input/output device selection:

Bluetooth Bluetooth connection, refresh, and activation

system

language Click to set the language in Android

typewriting The default is Sogou keyboard input andGboard keyboard input.
OEMs can add others.

Date and time Click to set date, time, and other formats in Android

show Eye protectionmode, brightness, screen adjustment, color temperature
mode, darkmode, external signal source display

sound Volume control, analogmicrophone, audio input/output devices

APP Click to viewAndroid apps, third-party software removal, andmore

Credentials storage Trust CertificateManagement

more Floating ball, side bar, light sensor, five-finger screen dimmer, three-
finger follow function switch

equipment

equipment Camera Settings, 3-in-1 sensor

Channel Settings Boot channel, blue screen with no signal, no signal return, no signal
standby

Schedule Scheduled sleep, automatic sleep time, power button, system startup,
scheduled power on/off

Security Settings Set passwords, power-on lock screen, USB lock, app lock, and touch
lock switch

DMS Connect to the network and enable DMS to control the device in the
background
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Multi-camera input options:
Supports camera selection and horizontal flip settings.

Bluetooth device settings:
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DMS：
OEM customers can obtain the display's MAC address through the DMS interface, enabling remote

file transfer, camera/microphone/touch control, and firmware online upgrades for specified MAC

addresses.
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NFC/Fingerprint：
By switching users, you can link NFC/Fingerprint with Daisy OS accounts. The built-in NFC

settings program allows adding, deleting, and binding accounts, while the Fingerprint device program

supports similar operations.

Fingerprint/NFC Manager. After adding fingerprint/NFC, you can use fingerprint or white card
to lock/unlock, turn on/off the screen, and power off.



8

OTA online upgrade:
Software updates are available in two modes: online and local. Select 'Online Upgrade'. If the

system confirms your firmware is already up to date, no upgrade is required. If it shows 'Latest version

is XX', click the upgrade button to proceed.

Wifi：
Check the Settings> WiFi interface. If the WiFi list is not displayed, switch to another category

(e.g., wired network), then switch back to wireless network. The list will appear. For the first connection,

enter the password manually; subsequent connections will be automatic.



8

lock screen ：
The USB lock, application lock, touch lock, and power-on password share a unified system. When

the USB lock is enabled, inserting a USB drive won't be detected by the device. Activating the

application lock requires selecting the locked app, confirming it, and then entering the unified password.

Enabling the touch lock will disable the all-in-one computer's screen touch function. To reactivate it,

insert a mouse device and disable the touch lock in settings. After enabling the power-on lock and

rebooting, you'll need to enter the password.

Replace the startup/stop logo:
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Use the remote control buttons to press input +2580 sequentially to access the factory menu. Select

Modify startup animation/Change startup logo to replace the startup logo or animation. The file manager

will open, allowing you to choose and replace the desired image.

The bootlogo image should have a resolution of 1920*1080 pixels, 24-bit depth, and be in BMP

format.

4.3.Apps list
4.3.1.Umind

Writing whiteboard software allows the writer to quickly write what he or she wants to think, more
conveniently than any traditional writing.
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Basic Features

1. Menu The menu includes Open, Save, Export, Settings, About, and Exit.

2. QR code Share this page or all pages (QR code)

3. Toolkit Periodic table, courseware, 3D

4. resource Teaching resources uploaded to the school account cloud platform

5. Fingers Single/finger

6. Undo Undo the previous action

7. Eraser Delete, Select and Delete, Clear Screen with One Tap

8. Pen Adjust the pen's writing style, thickness, and color

9. Select The object is selectable.

10. Insert Insert tools like rulers, comments, triangles, protractors,
calculators, screens, timers, calendars, spotlights, and voting tools
on the whiteboard interface. Edit editable tables and mind maps.
Insert shapes, videos, images, and transfer files from your phone
to the all-in-one machine.

11. Redo Redo the previous action

12. New Page Create next page

13. page turning Page up/down

14. Screenshots Screenshot the content to the whiteboard

15. Screen recording Call the URecord software to record the whiteboard

16. Camera Turn on camera

17. tabulation Delete the page in the page preview

1 Set basic whiteboard statuses, such as eraser activation, custom thresholds, and dark mode.
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2 Umind offers a variety of pens: regular, graphic, AI-powered (text), and simplified pens,

allowing users to switch between them for writing. Users often need to adjust properties like color and

thickness while writing.

3 Ucourse is a dedicated teaching plugin embedded in UMind, featuring intuitive operation and

strong classroom interactivity. It supports multimedia teaching formats including images, audio, and

video, along with online classroom exercises. Teachers can use Ucourse to deliver real-time instruction

across various subjects effortlessly. The plugin also supports PHET animation simulations, 3D resource

presentations, periodic table animations, and multimedia courseware (audio, video, images).
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4 Insert functions provide chart, file, signal source, and other insertion methods. Files support

multi-window preview, with adjustable window sizes in all directions. When minimized, the file can be

retrieved from the drawer.I

5 Formula Recognition: After writing a formula with the pen function, select the formula and

click to convert it to standard format. Click to generate a function graph from the standard formula. The

left pop-up box supports custom variables and 3D display.
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